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    DekTec

    Company

    Distributors

    Downloads

    News

    Terms

   	
    PCI Express Cards

    Modulators

    	DTA-2111B Cable/terrestrial 0-1GHz
	DTA-2115B All-standard 0-2GHz
	DTA-2116 All-standard 0-3GHz


    Receivers

    	DTA-2127 4x satellite, ASI/SDI out
	DTA-2131B Cable/terrestrial SDR
	DTA-2132 High-end satellite SDR
	DTA-2139C 12x Cable/terrestrial


    ASI/SDI

    	DTA-2172 2x 3G-SDI/ASI
	DTA-2174B 4x 3G-SDI/ASI
	DTA-2178 8x 12G-SDI/ASI


    SMPTE 2110 NICs

    	
      DTA-2110 1x 10G NIC
     


    All PCIe cards

   	
    USB Devices

    Modulators

    	DTU-315 All-standard 0-2GHz


    RF Probes

    	DTU-236A VSB/QAM/ASI
	DTU-238 T(2)/C(2)/I/ASI
	
      DTU-331 RF Probe 0-3GHz
     


    ASI/SDI

    	DTU-245 ASI/SD-SDI
	DTU-351 HD-SDI in


    All USB devices

   	
    IP Gateways, NICs

    Standalone

    	DTE-3100 IP to ASI
	DTE-3114 IP to 4xQAM
	DTE-3120 ASI to IP
	DTE-3137 DVB-S2 to IP


    OEM Modules

    	DTM-3200 IP ↔ ASI
	DTM-3224 4xASI to IP
	
      DTM-3237B DVB-S2X Rx
     


    IP NICs

    	DTA-2110 1x 10G
	DTA-2160 1x 1G, 3x ASI
	DTA-2162 2x 1G


    All IP products

   	
    Software

    Applications

    	StreamXpress
	StreamXpert
	SdEye
	MuxXpert


    RF Tools

    	Atsc3Xpert
	Atsc3Xpress
	T2Xpert
	T2Xpress
	TmmXpress


    
    SDKs

    	DTAPI
	DekTec Matrix API
	
      FFmpeg for DekTec
     


    All Software
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    DTU-236A

    8VSB/QAM and ASI Analysis Probe for USB-2

    DekTec's USB-2 hardware-based analyzer for 8VSB and QAM. Equipped with advanced RF measurement options and designed to operate USB powered, this is a very convenient tool for analysis in the field.

     

   





   
    
     Key Characteristics

     
      	RF frequency	VHF, UHF
45 to 1002MHz
	Sup. bandwidth	6 / 7 / 8MHz
	Measurement	-30 to +50dBmV
	MER range	15 to 38dB
	ASI bitrate	0 to 100Mbit/s


     

    

    
     Inputs and Outputs

     
      	RF in	75-Ω F female
	ASI in	75-Ω BNC


     

    

    
     Modulation Standards

     
      	Included with base product	ATSC 1.0 (8VSB)
QAM
ASI


     

    

    
     PC Support

     
      	PC USB port	USB 2.0 minimum
	OS	
         Windows 10, 11
Windows Server 16, 19, 22
Linux ≥2.6.18, 3.x, 4.x, 5.x
        
	Processor	Core i5 minimumOr equivalent AMD CPUs



     

    

    
     Software

     
      	StreamXpert	Analyze your received transport streams using our analyzer software
	RFXpert	Do advanced RF analysis and monitoring using our RF analyzer software
	DekTec SDKs	Create your own full-custom application based on the input of the DTU-236A


     

    

    
     Documentation
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  DTU-236A with
RFXpert Manual
 




     

    

    
     Pricing

     
      	DTU-236A-RX	€	2.615	Stock: 25+
	8VSB/QAM and ASI analysis probe for USB-2 with RFXpert.


	DTU-236A-SX	€	2.615	Stock: 25+
	8VSB/QAM and ASI analysis probe for USB-2 with StreamXpert analyzer software.


	DTU-236A-RSX	€	3.821	Stock: 25+
	8VSB/QAM and ASI analysis probe for USB-2 with RFXpert and StreamXpert.


Prices exclude applicable sales tax, shipping charges and customs duties. Quantity discounts may be available, please request a quotation.

     

    

   

   
    
     
      Features

      	Light-weight, easy-to-use RF adapter for tuning to any UHF/VHF or cable channel in the 45 to 1002-MHz range.
	Channel plans for world-wide regions.
	Capture TS signals directly to file on a laptop PC for easy field recording.


     

     
      Applications

      	Recording of QAM and 8VSB streams
	RF measurements and TS analysis on QAM, 8VSB or ASI signals in the field
	As a test-receiver for 8VSB and QAM signals


     

    

    
     Related Products
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        DTU-315 – All-Standard 0-2GHz Modulator for USB-3


        
         DekTec's portable all-standard all-band modulator for USB-3. The DTU-315 offers, besides UHF/VHF support, also other modulation standards in the L-Band 
         frequency range and an all-digital modulation and upconversion architecture.
        

        
         When using the DTU-236A for receiving modulated signals, the DTU-315 can be the alternative for modulating.
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        DTU-238 – DVB-T2/T/C, ISDB-T and ASI Probe for USB-2


        
         DekTec's USB-2 hardware-based receiver for DVB-T2, T, C2, C and ISDB-T. With full support for single- and multi-PLP, as well as SISO and MISO, this USB-2 receiver is perfectly compliant to DVB-T2 v1.3.1.
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